
Quickmix 150 Paclite
TRIPOD MIXER

Designed for mixing concrete 

and mortar, this mixer is strong 

in design, very portable and 

can be used with or without the 

Tripod Stand.

Ideal for Contractors, Rental 

companies and industrial 

applications. 

17,5 Kg

1,00 m3/h

30 rpm

130 L

90 L

900 x 600 x 850 mm

1350 x 750 x 1450 mm

Dosage

Production
 per hour

Speed

Drum capacity 

Max. mixing

Dimensions without 
tripod

Dimensions with tripod
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MODEL HONDA GX 160 ELECTRIC 110 V ELECTRIC 220 V
Engine Type Petrol Electric Electric
Engine Power 4.8 HP (3,6 kW) 400 W 400 W

Rotations 2850 rpm 1400 rpm 1400 rpm

Dry Weight 61 kg 57 kg 57 kg

Sound Power Level 93 dB (A) 85 dB (A) 85 dB (A)

Drum speed 30 rpm 30 rpm 30 rpm

Protective system P45

FEATURES & BENEFITS

• Mixed output 90L.

• Strong rigid design.

• Honda GX160 Petrol Engine. 

• 230 V & 110 V electric motors with thermal protection.

• Reinforced Drum opening.

• Quick mix designed mixing Blades.

• Proven design sealed for life Gearbox

• Tripod stand for easy discharge in to Wheel Barrow.

• Easy to transport.

• Perfect Mixer to combine with Paclite concrete equipment.
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